NOTES:
1. STRUCTURAL ELEMENTS (PLYWOOD, RAFTERS, DRYWALL ETC.) BY OTHERS & SHOWN FOR REFERENCE ONLY.
2. DIMENSIONS IN BRACKETS ARE METRIC UNLESS OTHERWISE SPECIFIED.
3. 6" MIN CLEARANCE SHOULD BE MAINTAINED FROM ALL SOLATUBE COMPONENTS AND OTHER PLENUM COMPONENTS.
4. CURB CORNER TO CORNER MEASUREMENT SHALL BE EQUIVALENT TO WITHIN 3/32".

SECURITY WIRE GUARD (OPTIONAL)
- OUTER DOME

FOAM SEAL
DOME RETAINER BAND
DOME RETAINER CLAMP
CURB CAP
DOME EDGE PROT. BAND
CORNER BRACKET
FASTENER
DOME CLAMP FOOT
INSULATION (R-6)

RIVET NUT
TOP OF CURB

FOAM SEAL
SEALANT
Flashpacking Screw
Rivet

TUBE COLLAR
WATERPROOF BY OTHERS - 1/2 THICK MAX.

TUBE BELT
1-1/2" MIN.
2-1/2" MAX.

EXTENSION TUBE

DIFFUSER COLLAR
1 3/8"

DRESS RING SEAL
PRISMATIC DIFFUSER

24" EXTENSION TUBE

BELT ALIGNMENT TAB
BELT TAB
SLOT
TAB - LOCK

2345678

SM74DS-O-DP-A-FC-OC 1

CURB MOUNT OPEN CEILING

APPROVED BY DATE

CHECKED BY

DRAWN BY DATE

STEVENS 11 NOV 13

M74 DS AMPLIFIER

SM74DS-O-DP-A-FC-OC 1

CURB MOUNT OPEN CEILING

SECTION A-A

SOLATUBE M74 DS-O-DP-A
(29 IN / 740 MM)
AMPLIFIER CURB CAP
OPEN CEILING