SOLATUBE 750 DS-C
(21 IN / 530 MM)
8" SELF FLASHING
SUSPENDED CEILING WITH
OPTIONAL INNER DOME

OPTIONAL INNER DOME
(ACRYLIC OR POLYCARBONATE)

NOTES:
1. STRUCTURAL ELEMENTS (PLYWOOD, RAFTERS, DRYWALL ETC.)
   BY OTHERS & SHOWN FOR REFERENCE ONLY.
2. ALL TUBE JOINTS & SEAMS TAPED WITH 2" FOIL TAPE (NOT SHOWN).
3. DIMENSIONS IN BRACKETS ARE METRIC UNLESS OTHERWISE SPECIFIED.
4. 6" MIN CLEARANCE SHOULD BE MAINTAINED FROM ALL SOLATUBE
   COMPONENTS AND OTHER PLENUM COMPONENTS.

750 DS-DOME
OPTIONAL INNER DOME
TUBE RING
DOMESPACER
DOMESCREW
DOMESEAL
FLASHING

TOP VIEW
SCALE 1:1

EXTENSION TUBE

DETAIL C
SCALE 3 : 1

OPTIONAL INNER DOME

TRANSITION BOX
LENSTAB

NATURAL EFFECTS
LENS

LENS RETAINER-RING
LENS SEAL

LENS TAB

TOP 0-45° ANGLE
ADAPTER TUBE

BOTTOM 0-45°
ADAPTER TUBE

DETAIL A
SCALE 3 : 1

SUSPENDED CEILING

RTS RETAINER
V-CLIP

CEILING TILE

SQUARE/ROUND
TRANSITION

DIFFUSER FRAME

DIFFUSER

FLASHING SCREW

ROOF SEALANT
ROOFING MATERIAL

SUSPENDED CEILING

WEB-750-SF8-SC

DRAWN BY DATE
STEVENS 3/11/09
CHECKED BY
DATE
APPROVED BY DATE

UNLESS OTHERWISE SPECIFIED:

TITLE:
SCALE: 1:1 SHEET 1 OF 1

750 DS-D SELF FLASHING

WEB-750-SF8-SC

DRAWN BY DATE
STEVENS 3/11/09
CHECKED BY
DATE
APPROVED BY DATE

UNLESS OTHERWISE SPECIFIED:

TITLE:
SCALE: 1:1 SHEET 1 OF 1

750 DS-D SELF FLASHING